
NO. OF LOOPS

BAR MATERIAL/FINISH

MOUNTING HOLES

8 LOOPS STANDARD FOR THE M36 SERIES.
ISOLATOR SPRING RATES  ARE DIRECTLY
PROPORTIONAL TO NO. OF CABLE LOOPS.

CABLE DIAMETER IN 32NDS

[  ]= 6061-T6 ALUM ALLOY/CHEM FILM
IAW MIL-DTL-5541, TYPE II, CLASS 3.
[H]= 6061-T6 ALUM ALLOY/ANODIZED
IAW MIL-A-8625, TYPE II CLASS 1.
[S]= 300 SERIES SS/PASSIVATED IAW
ASTM A967.

BASED ON ISOLATOR HEIGHT

SEE MOUNTING HOLE OPTIONS.
ADD 'M' TO END OF P/N FOR METRIC
MOUNTING HOLES.
ADD 'L' TO END OF P/N FOR LOCKING
INSERTS. (N/A FOR SS BARS)

A

FEATURES:
RUGGED ALL METAL CONSTRUCTION

THREE AXIS CAPABILITY (6 DOF)
FAIL SAFE CONSTRUCTION

LONG LIFE AND MAINTENANCE FREE

B

C

D

E

F

MATERIALS/FINISHES:
CABLE: 300 SERIES SS PER MIL-W-83420 OR RR-W-410
SCREWS: 300 SERIES SS PASSIVATED IAW ASTM A967
INSERTS: 300 SERIES SS (ALUM BARS ONLY)
RETAINER BARS: SEE BELOW

MODEL SIZE

SERIES
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1) M36-700-08 (Kv = 11094, Ks = 4950)
2) M36-775-08 (Kv = 6962, Ks = 3274)
3) M36-850-08 (Kv = 4032, Ks = 2180)
4) M36-925-08 (Kv = 3906, Ks = 1740)

(K values are in lbs/in)
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1) M36-700-08 (Kv = 8946, Ks = 9588)
2) M36-775-08 (Kv = 5756, Ks = 7784)
3) M36-850-08 (Kv = 4562, Ks = 6542)
4) M36-925-08 (Kv = 4186, Ks = 5480)

(K values are in lbs/in)
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1) M36-700-08 (Kv = 2870, Ks = 2322)
2) M36-775-08 (Kv = 2670, Ks = 1758)
3) M36-850-08 (Kv = 2330, Ks = 1396)
4) M36-925-08 (Kv = 956, Ks = 1136)

(K values are in lbs/in)
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32

1) M36-700-08 (Kv = 2323, Ks = 2096)
2) M36-775-08 (Kv = 2194, Ks = 1370)
3) M36-850-08 (Kv = 1150, Ks = 1134)
4) M36-925-08 (Kv = 884, Ks = 928)

(K values are in lbs/in)
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1) M36-700-08 (Kv = 4944, Ks = 2272)
2) M36-775-08 (Kv = 3212, Ks = 1440)
3) M36-850-08 (Kv = 3126, Ks = 1096)
4) M36-925-08 (Kv = 2808, Ks = 778)

(K values are in lbs/in)
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1) M36-700-08 (Kv = 4360, Ks = 5898)
1) M36-775-08 (Kv = 3482, Ks = 4832)
2) M36-850-08 (Kv = 2368, Ks = 4248)
3) M36-925-08 (Kv = 1588, Ks = 2976)

(K values are in lbs/in)
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