
NO. OF LOOPS

BAR MATERIAL/FINISH

MOUNTING HOLES

4 LOOPS STANDARD FOR THE SB18 SERIES.
ISOLATOR SPRING RATES  ARE DIRECTLY
PROPORTIONAL TO NO. OF CABLE LOOPS.

CABLE DIAMETER IN 32NDS

[  ]= 6061-T6 ALUM ALLOY/CHEM FILM
IAW MIL-DTL-5541, TYPE II, CLASS 3.
[H]= 6061-T6 ALUM ALLOY/ANODIZED
IAW MIL-A-8625, TYPE II CLASS 1.
[S]= 300 SERIES SS/PASSIVATED IAW
ASTM A967.

BASED ON ISOLATOR HEIGHT

SEE MOUNTING HOLE OPTIONS.
ADD 'M' TO END OF P/N FOR METRIC
MOUNTING HOLES.
ADD 'L' TO END OF P/N FOR LOCKING
INSERTS. (N/A FOR SS BARS)
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FEATURES:
RUGGED ALL METAL CONSTRUCTION

THREE AXIS CAPABILITY (6 DOF)
FAIL SAFE CONSTRUCTION

LONG LIFE AND MAINTENANCE FREE

MATERIALS/FINISHES:
CABLE: 300 SERIES SS PER MIL-W-83420 OR RR-W-410
SCREWS: 300 SERIES SS PASSIVATED IAW ASTM A967
INSERTS: 300 SERIES SS (ALUM BARS ONLY)
RETAINER BARS: SEE BELOW

MODEL SIZE

SERIES
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1) SB18-350-04 (Kv = 2023, Ks = 1408) 
2) SB18-375-04 (Kv = 1923, Ks = 1265)
3) SB18-400-04 (Kv = 1440, Ks = 876)
4) SB18-450-04 (Kv = 890, Ks = 551) 
5) SB18-515-04 (Kv = 635, Ks = 382)
6) SB18-565-04 (Kv = 451, Ks= 290)
7) SB18-635-04 (Kv = 328, Ks = 184)

(K values are in lbs/in)
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1) SB18-350-04 (Kv = 2981, Ks = 3892) 
2) SB18-375-04 (Kv = 2411, Ks = 3559)
3) SB18-400-04 (Kv = 1653, Ks = 2080)
4) SB18-450-04 (Kv = 1125, Ks = 1333) 
5) SB18-515-04 (Kv = 740, Ks = 908)
6) SB18-565-04 (Kv = 604, Ks = 780)
7) SB18-635-04 (Kv = 341, Ks = 418)

(K values are in lbs/in)
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1) SB18-350-04 (Kv = 1055, Ks = 820) 
2) SB18-375-04 (Kv = 589, Ks = 687)
3) SB18-400-04 (Kv = 444, Ks = 498)
4) SB18-450-04 (Kv = 272, Ks = 320) 
5) SB18-515-04 (Kv = 205, Ks = 244)
6) SB18-565-04 (Kv = 141, Ks = 198)
7) SB18-635-04 (Kv = 77, Ks = 117)

(K values are in lbs/in)

0 20 40 60 80 100

0

1

2

3

4

5

6

7

8

0

250

500

750

1000

1250

1500

1750

2000

0.00 0.40 0.80 1.20 1.60 2.00 2.40 2.80 3.20 3.60 4.00

Deflection (mm)

Deflection (in.)

1

3
2

4
5

6

7

1) SB18-350-04 (Kv = 1055, Ks = 820) 
2) SB18-375-04 (Kv = 589, Ks = 687)
3) SB18-400-04 (Kv = 444, Ks = 498)
4) SB18-450-04 (Kv = 272, Ks = 320) 
5) SB18-515-04 (Kv = 205, Ks = 244)
6) SB18-565-04 (Kv = 141, Ks = 198)
7) SB18-635-04 (Kv = 77, Ks = 117)

(K values are in lbs/in)
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1) SB18-350-04 (Kv = 1220, Ks = 720) 
2) SB18-375-04 (Kv = 1135, Ks = 576)
3) SB18-400-04 (Kv = 765, Ks = 371)
4) SB18-450-04 (Kv = 502, Ks = 226) 
5) SB18-515-04 (Kv = 404, Ks = 157)
6) SB18-565-04 (Kv = 282, Ks = 108)
7) SB18-635-04 (Kv = 175, Ks = 73)

(K values are in lbs/in)
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1) SB18-350-04 (Kv = 1138, Ks = 1417) 
2) SB18-375-04 (Kv = 940, Ks = 1216)
3) SB18-400-04 (Kv = 727, Ks = 934)
4) SB18-450-04 (Kv = 444, Ks = 680) 
5) SB18-515-04 (Kv = 287, Ks = 358)
6) SB18-565-04 (Kv = 228, Ks = 315)
7) SB18-635-04 (Kv = 165, Ks = 189)

(K values are in lbs/in)


