
NO. OF LOOPS

BAR MATERIAL/FINISH

MOUNTING HOLES

4 LOOPS STANDARD FOR THE SB24 SERIES.
ISOLATOR SPRING RATES  ARE DIRECTLY
PROPORTIONAL TO NO. OF CABLE LOOPS.

CABLE DIAMETER IN 32NDS

[  ]= 6061-T6 ALUM ALLOY/CHEM FILM
IAW MIL-DTL-5541, TYPE II, CLASS 3.
[H]= 6061-T6 ALUM ALLOY/ANODIZED
IAW MIL-A-8625, TYPE II CLASS 1.
[S]= 300 SERIES SS/PASSIVATED IAW
ASTM A967.

BASED ON ISOLATOR HEIGHT

SEE MOUNTING HOLE OPTIONS.
ADD 'M' TO END OF P/N FOR METRIC
MOUNTING HOLES.
ADD 'L' TO END OF P/N FOR LOCKING
INSERTS. (N/A FOR SS BARS)

A

FEATURES:
RUGGED ALL METAL CONSTRUCTION

THREE AXIS CAPABILITY (6 DOF)
FAIL SAFE CONSTRUCTION

LONG LIFE AND MAINTENANCE FREE

B

C

D

E

F

MATERIALS/FINISHES:
CABLE: 300 SERIES SS PER MIL-W-83420 OR RR-W-410
SCREWS: 300 SERIES SS PASSIVATED IAW ASTM A967
INSERTS: 300 SERIES SS (ALUM BARS ONLY)
RETAINER BARS: SEE BELOW

MODEL SIZE

SERIES
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1) SB24-400-04 (Kv = 3135, Ks = 1907) 
2) SB24-440-04 (Kv = 2687, Ks = 1838)
3) SB24-480-04 (Kv = 2303, Ks = 1289)
4) SB24-520-04 (Kv = 2022, Ks = 1047) 
5) SB24-550-04 (Kv = 1678, Ks = 887)
6) SB24-600-04 (Kv = 1203, Ks = 670)

(K values are in lbs/in)
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1) M24-400-08 (Kv = 3757, Ks = 4655) 
2) M24-440-08 (Kv = 2878, Ks = 3296)
3) M24-480-08 (Kv = 1911, Ks = 2256)
4) M24-520-08 (Kv = 1850, Ks = 2030) 
5) M24-550-08 (Kv = 1731, Ks = 1960)
6) M24-600-08 (Kv = 1216, Ks = 1666)

(K values are in lbs/in)
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1) SB24-400-04 (Kv = 1199, Ks = 1264) 
2) SB24-440-04 (Kv = 1160, Ks = 1088)
3) SB24-480-04 (Kv = 872, Ks = 732)
4) SB24-520-04 (Kv = 605, Ks = 568) 
5) SB24-550-04 (Kv = 509, Ks = 536)
6) SB24-600-04 (Kv = 382, Ks = 407)

(K values are in lbs/in)
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1) SB24-400-04 (Kv = 1199, Ks = 1264) 
2) SB24-440-04 (Kv = 1160, Ks = 1088)
3) SB24-480-04 (Kv = 872, Ks = 732)
4) SB24-520-04 (Kv = 605, Ks = 568) 
5) SB24-550-04 (Kv = 509, Ks = 536)
6) SB24-600-04 (Kv = 382, Ks = 407)

(K values are in lbs/in)
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1) SB24-400-04 (Kv = 2154, Ks = 1055) 
2) SB24-440-04 (Kv = 1548, Ks = 831)
3) SB24-480-04 (Kv = 1210, Ks = 552)
4) SB24-520-04 (Kv = 1058, Ks = 424) 
5) SB24-550-04 (Kv = 815, Ks = 319)
6) SB24-600-04 (Kv = 765, Ks = 314)

(K values are in lbs/in)
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1) SB24-400-04 (Kv = 2710, Ks = 3550) 
2) SB24-440-04 (Kv = 1575, Ks = 2088)
3) SB24-480-04 (Kv = 1365, Ks = 1655)
4) SB24-520-04 (Kv = 1334, Ks = 1433) 
5) SB24-550-04 (Kv = 1239, Ks = 1366)
6) SB24-600-04 (Kv = 711, Ks = 925)

(K values are in lbs/in)


